
Pressure Control Valves
Type 582 / 586

GF Piping Systems

Product Range



2



3

Table of contents
Page

PVC-U metric 4

PVC-U Inch BS 9

PVC-U ASTM/ANSI 12

PVC-U JIS 15

PVC-C metric 18

PVC-C ASTM/ANSI/BS 23

PROGEF Standard metric 26

SYGEF Standard metric/ASTM/ANSI 32

SYGEF Plus metric/ASTM/ANSI 38



4

PVC-U metric
Type 582
Pressure reducing valve type 582 PVC-U
With solvent cement spigots metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 582 001 161 582 011
20 15 10 161 582 002 161 582 012
25 20 10 161 582 003 161 582 013
32 25 10 161 582 004 161 582 014
40 32 10 161 582 005 161 582 015
50 40 10 161 582 006 161 582 016
63 50 10 161 582 007 161 582 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     16 79 132 111 21 12 134 42 40 M6 3∕8
20 79 132 111 21 12 134 42 40 M6 1∕2
25 100 177 148 29 14 174 53 46 M6 3∕4
32 100 177 148 29 14 174 53 46 M6 1
40 147 251 207 44 21 224 76 65 M8 1 1∕4
50 147 251 207 44 21 224 76 65 M8 1 1∕2
63 147 251 207 44 21 244 76 65 M8 2
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Pressure reducing valve type 582 PVC-U
With solvent cement spigots metric
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 582 021 161 582 031
20 15 10 161 582 022 161 582 032
25 20 10 161 582 023 161 582 033
32 25 10 161 582 024 161 582 034
40 32 10 161 582 025 161 582 035
50 40 10 161 582 026 161 582 036
63 50 10 161 582 027 161 582 037

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M closest inch
[inch]

                       16 79 132 111 21 12 134 42 77 40 M6 3∕8
20 79 132 111 21 12 134 42 77 40 M6 1∕2
25 100 177 148 29 14 174 53 88 46 M6 3∕4
32 100 177 148 29 14 174 53 88 46 M6 1
40 147 251 207 44 21 224 76 111 65 M8 1 1∕4
50 147 251 207 44 21 224 76 111 65 M8 1 1∕2
63 147 251 207 44 21 244 76 111 65 M8 2

                       

 

Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 582 101 161 582 111
20 15 10 161 582 102 161 582 112
25 20 10 161 582 103 161 582 113
32 25 10 161 582 104 161 582 114
40 32 10 161 582 105 161 582 115
50 40 10 161 582 106 161 582 116
63 50 10 161 582 107 161 582 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           16 79 35 132 111 21 12 180 120 42 40 M6 172 3∕8
20 79 43 132 111 21 12 158 120 42 40 M6 126 1∕2
25 100 51 177 148 29 14 194 150 53 46 M6 156 3∕4
32 100 58 177 148 29 14 200 150 53 46 M6 156 1
40 147 72 251 207 44 21 263 205 76 65 M8 211 1 1∕4
50 147 83 251 207 44 21 273 205 76 65 M8 211 1 1∕2
63 147 101 251 207 44 21 287 205 76 65 M8 211 2
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Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets metric
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 582 121 161 582 131
20 15 10 161 582 122 161 582 132
25 20 10 161 582 123 161 582 133
32 25 10 161 582 124 161 582 134
40 32 10 161 582 125 161 582 135
50 40 10 161 582 126 161 582 136
63 50 10 161 582 127 161 582 137

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           16 79 35 132 111 21 12 180 120 42 77 40 M6 172
20 79 43 132 111 21 12 158 120 42 77 40 M6 126
25 100 51 177 148 29 14 194 150 53 88 46 M6 156
32 100 58 177 148 29 14 200 150 53 88 46 M6 156
40 147 72 251 207 44 21 263 205 76 111 65 M8 211
50 147 83 251 207 44 21 273 205 76 111 65 M8 211
63 147 101 251 207 44 21 287 205 76 111 65 M8 211

                             
d
[mm]

closest inch
[inch]

   16 3∕8
20 1∕2
25 3∕4
32 1
40 1 1∕4
50 1 1∕2
63 2
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Type 586
Pressure retaining valve type 586 PVC-U
With solvent cement spigots metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 586 001 161 586 011
20 15 10 161 586 002 161 586 012
25 20 10 161 586 003 161 586 013
32 25 10 161 586 004 161 586 014
40 32 10 161 586 005 161 586 015
50 40 10 161 586 006 161 586 016
63 50 10 161 586 007 161 586 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     16 79 132 111 21 12 134 42 40 M6 3∕8
20 79 132 111 21 12 134 42 40 M6 1∕2
25 100 177 148 29 14 174 53 46 M6 3∕4
32 100 177 148 29 14 174 53 46 M6 1
40 147 251 207 44 21 224 76 65 M8 1 1∕4
50 147 251 207 44 21 224 76 65 M8 1 1∕2
63 147 251 207 44 21 244 76 65 M8 2
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Pressure retaining valve type 586 PVC-U
Unions with solvent cement sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 161 586 101 161 586 111
20 15 10 161 586 102 161 586 112
25 20 10 161 586 103 161 586 113
32 25 10 161 586 104 161 586 114
40 32 10 161 586 105 161 586 115
50 40 10 161 586 106 161 586 116
63 50 10 161 586 107 161 586 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           16 79 35 132 111 21 12 154 120 42 40 M6 172 3∕8
20 79 43 132 111 21 12 158 120 42 40 M6 126 1∕2
25 100 51 177 148 29 14 194 150 53 46 M6 156 3∕4
32 100 58 177 148 29 14 200 150 53 46 M6 156 1
40 147 72 251 207 44 21 263 205 76 65 M8 211 1 1∕4
50 147 83 251 207 44 21 273 205 76 65 M8 211 1 1∕2
63 147 101 251 207 44 21 287 205 76 65 M8 211 2
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PVC-U Inch BS
Type 582
Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets Inch BS
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 302 161 582 312
3/4 20 10 161 582 303 161 582 313

1 25 10 161 582 304 161 582 314
1 1/4 32 10 161 582 305 161 582 315
1 1/2 40 10 161 582 306 161 582 316

2 50 10 161 582 307 161 582 317
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 161 120 42 40 M6 126
3/4 100 51 177 148 29 14 198 150 53 46 M6 156

1 100 58 177 148 29 14 204 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 266 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 65 M8 211

2 147 101 251 207 44 21 285 205 76 65 M8 211
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Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets Inch BS
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 322 161 582 332
3/4 20 10 161 582 323 161 582 333

1 25 10 161 582 324 161 582 334
1 1/4 32 10 161 582 325 161 582 335
1 1/2 40 10 161 582 326 161 582 336

2 50 10 161 582 327 161 582 337
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           1/2 79 43 132 111 21 12 161 120 42 77 40 M6 126
3/4 100 51 177 148 29 14 198 150 53 88 46 M6 156

1 100 58 177 148 29 14 204 150 53 88 46 M6 156
1 1/4 147 72 251 207 44 21 266 205 76 111 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 111 65 M8 211

2 147 101 251 207 44 21 285 205 76 111 65 M8 211
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Type 586
Pressure retaining valve type 586 PVC-U
Unions with solvent cement sockets Inch BS
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 586 302 161 586 312
3/4 20 10 161 586 303 161 586 313

1 25 10 161 586 304 161 586 314
1 1/4 32 10 161 586 305 161 586 315
1 1/2 40 10 161 586 306 161 586 316

2 50 10 161 586 307 161 586 317
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 161 120 42 40 M6 126
3/4 100 51 177 148 29 14 198 150 53 46 M6 156

1 100 58 177 148 29 14 204 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 266 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 65 M8 211

2 147 101 251 207 44 21 285 205 76 65 M8 211
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PVC-U ASTM/ANSI
Type 582
Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets ASTM
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 202 161 582 212
3/4 20 10 161 582 203 161 582 213

1 25 10 161 582 204 161 582 214
1 1/4 32 10 161 582 205 161 582 215
1 1/2 40 10 161 582 206 161 582 216

2 50 10 161 582 207 161 582 217
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 171 120 42 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 46 M6 156

1 100 58 177 148 29 14 214 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 65 M8 211

2 147 101 251 207 44 21 288 205 76 65 M8 211
                         

 



13

Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets ASTM
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 222 161 582 232
3/4 20 10 161 582 223 161 582 233

1 25 10 161 582 224 161 582 234
1 1/4 32 10 161 582 225 161 582 235
1 1/2 40 10 161 582 226 161 582 236

2 50 10 161 582 227 161 582 237
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           1/2 79 43 132 111 21 12 171 120 42 77 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 88 46 M6 156

1 100 58 177 148 29 14 214 150 53 88 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 111 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 111 65 M8 211

2 147 101 251 207 44 21 288 205 76 111 65 M8 211
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Type 586
Pressure retaining valve type 586 PVC-U
Unions with solvent cement sockets ASTM
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 586 202 161 586 212
3/4 20 10 161 586 203 161 586 213

1 25 10 161 586 204 161 586 214
1 1/4 32 10 161 586 205 161 586 215
1 1/2 40 10 161 586 206 161 586 216

2 50 10 161 586 207 161 586 217
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 171 120 42 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 46 M6 156

1 100 58 177 148 29 14 214 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 65 M8 211

2 147 101 251 207 44 21 288 205 76 65 M8 211
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PVC-U JIS
Type 582
Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets JIS
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 402 161 582 412
3/4 20 10 161 582 403 161 582 413

1 25 10 161 582 404 161 582 414
1 1/4 32 10 161 582 405 161 582 415
1 1/2 40 10 161 582 406 161 582 416

2 50 10 161 582 407 161 582 417
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 100 51 177 148 29 14 194 150 53 46 M6 156
3/4 100 51 177 148 29 14 194 150 53 46 M6 156

1 100 58 177 148 29 14 200 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 263 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 65 M8 211

2 147 101 251 207 44 21 287 205 76 65 M8 211
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Pressure reducing valve type 582 PVC-U
Unions with solvent cement sockets JIS
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 582 422 161 582 432
3/4 20 10 161 582 423 161 582 433

1 25 10 161 582 424 161 582 434
1 1/4 32 10 161 582 425 161 582 435
1 1/2 40 10 161 582 426 161 582 436

2 50 10 161 582 427 161 582 437
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           1/2 100 51 177 148 29 14 194 150 53 88 46 M6 156
3/4 100 51 177 148 29 14 194 150 53 88 46 M6 156

1 100 58 177 148 29 14 200 150 53 88 46 M6 156
1 1/4 147 72 251 207 44 21 263 205 76 111 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 111 65 M8 211

2 147 101 251 207 44 21 287 205 76 111 65 M8 211
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Type 586
Pressure retaining valve type 586 PVC-U
Unions with solvent cement sockets JIS
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 161 586 402 161 586 412
3/4 20 10 161 586 403 161 586 413

1 25 10 161 586 404 161 586 414
1 1/4 32 10 161 586 405 161 586 415
1 1/2 40 10 161 586 406 161 586 416

2 50 10 161 586 407 161 586 417
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 100 51 177 148 29 14 194 150 53 46 M6 156
3/4 100 51 177 148 29 14 194 150 53 46 M6 156

1 100 58 177 148 29 14 200 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 263 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 273 205 76 65 M8 211

2 147 101 251 207 44 21 287 205 76 65 M8 211
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PVC-C metric
Type 582
Pressure reducing valve type 582 PVC-C
With solvent cement spigots metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 163 582 001 163 582 011
20 15 10 163 582 002 163 582 012
25 20 10 163 582 003 163 582 013
32 25 10 163 582 004 163 582 014
40 32 10 163 582 005 163 582 015
50 40 10 163 582 006 163 582 016
63 50 10 163 582 007 163 582 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     16 79 132 111 21 12 134 42 40 M6 3∕8
20 79 132 111 21 12 134 42 40 M6 1∕2
25 100 177 148 29 14 174 53 46 M6 3∕4
32 100 177 148 29 14 174 53 46 M6 1
40 147 251 207 44 21 224 76 65 M8 1 1∕4
50 147 251 207 44 21 224 76 65 M8 1 1∕2
63 147 251 207 44 21 244 76 65 M8 2
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Pressure reducing valve type 582 PVC-C
With solvent cement spigots metric
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 163 582 021 163 582 031
20 15 10 163 582 022 163 582 032
25 20 10 163 582 023 163 582 033
32 25 10 163 582 024 163 582 034
40 32 10 163 582 025 163 582 035
50 40 10 163 582 026 163 582 036
63 50 10 163 582 027 163 582 037

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M closest inch
[inch]

                       16 79 132 111 21 12 134 42 77 40 M6 3∕8
20 79 132 111 21 12 134 42 77 40 M6 1∕2
25 100 177 148 29 14 174 53 88 46 M6 3∕4
32 100 177 148 29 14 174 53 88 46 M6 1
40 147 251 207 44 21 224 76 111 65 M8 1 1∕4
50 147 251 207 44 21 224 76 111 65 M8 1 1∕2
63 147 251 207 44 21 244 76 111 65 M8 2

                       

 

Pressure reducing valve type 582 PVC-C
Unions with solvent cement sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 163 582 102 163 582 112
25 20 10 163 582 103 163 582 113
32 25 10 163 582 104 163 582 114
40 32 10 163 582 105 163 582 115
50 40 10 163 582 106 163 582 116
63 50 10 163 582 107 163 582 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 43 132 111 21 12 162 120 42 40 M6 126 1∕2
25 100 51 177 148 29 14 198 150 53 46 M6 156 3∕4
32 100 58 177 148 29 14 204 150 53 46 M6 156 1
40 147 72 251 207 44 21 267 205 76 65 M8 211 1 1∕4
50 147 83 251 207 44 21 273 205 76 65 M8 211 1 1∕2
63 147 100 251 207 44 21 287 205 76 65 M8 211 2
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Pressure reducing valve type 582 PVC-C
Unions with solvent cement sockets metric
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 163 582 122 163 582 132
25 20 10 163 582 123 163 582 133
32 25 10 163 582 124 163 582 134
40 32 10 163 582 125 163 582 135
50 40 10 163 582 126 163 582 136
63 50 10 163 582 127 163 582 137

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           20 79 43 132 111 21 12 162 120 42 77 40 M6 126
25 100 51 177 148 29 14 198 150 53 88 46 M6 156
32 100 58 177 148 29 14 204 150 53 88 46 M6 156
40 147 72 251 207 44 21 267 205 76 111 65 M8 211
50 147 83 251 207 44 21 273 205 76 111 65 M8 211
63 147 100 251 207 44 21 287 205 76 111 65 M8 211

                             
d
[mm]

closest inch
[inch]

   20 1∕2
25 3∕4
32 1
40 1 1∕4
50 1 1∕2
63 2

     



21

Type 586
Pressure retaining valve type 586 PVC-C
With solvent cement spigots metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         16 10 10 163 586 001 163 586 011
20 15 10 163 586 002 163 586 012
25 20 10 163 586 003 163 586 013
32 25 10 163 586 004 163 586 014
40 32 10 163 586 005 163 586 015
50 40 10 163 586 006 163 586 016
63 50 10 163 586 007 163 586 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     16 79 132 111 21 12 134 42 40 M6 3∕8
20 79 132 111 21 12 134 42 40 M6 1∕2
25 100 177 148 29 14 174 53 46 M6 3∕4
32 100 177 148 29 14 174 53 46 M6 1
40 147 251 207 44 21 224 76 65 M8 1 1∕4
50 147 251 207 44 21 224 76 65 M8 1 1∕2
63 147 251 207 44 21 244 76 65 M8 2
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Pressure retaining valve type 586 PVC-C
Unions with solvent cement sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 163 586 102 163 586 112
25 20 10 163 586 103 163 586 113
32 25 10 163 586 104 163 586 114
40 32 10 163 586 105 163 586 115
50 40 10 163 586 106 163 586 116
63 50 10 163 586 107 163 586 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 43 132 111 21 12 162 120 42 40 M6 126 1∕2
25 100 51 177 148 29 14 198 150 53 46 M6 156 3∕4
32 100 58 177 148 29 14 204 150 53 46 M6 156 1
40 147 72 251 207 44 21 267 205 76 65 M8 211 1 1∕4
50 147 83 251 207 44 21 273 205 76 65 M8 211 1 1∕2
63 147 100 251 207 44 21 287 205 76 65 M8 211 2
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PVC-C ASTM/ANSI/BS
Type 582
Pressure reducing valve type 582 PVC-C
Unions with solvent cement sockets ASTM
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 163 582 202 163 582 212
3/4 20 10 163 582 203 163 582 213

1 25 10 163 582 204 163 582 214
1 1/4 32 10 163 582 205 163 582 215
1 1/2 40 10 163 582 206 163 582 216

2 50 10 163 582 207 163 582 217
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 171 120 42 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 46 M6 156

1 100 58 177 148 29 14 214 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 65 M8 211

2 147 101 251 207 44 21 288 205 76 65 M8 211
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Pressure reducing valve type 582 PVC-C
Unions with solvent cement sockets ASTM
With manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 163 582 222 163 582 232
3/4 20 10 163 582 223 163 582 233

1 25 10 163 582 224 163 582 234
1 1/4 32 10 163 582 225 163 582 235
1 1/2 40 10 163 582 226 163 582 236

2 50 10 163 582 227 163 582 237
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L4
[mm]

L5
[mm]

M z
[mm]

                           1/2 79 43 132 111 21 12 171 120 42 77 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 88 46 M6 156

1 100 58 177 148 29 14 214 150 53 88 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 111 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 111 65 M8 211

2 147 101 251 207 44 21 288 205 76 111 65 M8 211
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Type 586
Pressure retaining valve type 586 PVC-C
Unions with solvent cement sockets ASTM
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

Inch
[inch]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         1/2 15 10 163 586 202 163 586 212
3/4 20 10 163 586 203 163 586 213

1 25 10 163 586 204 163 586 214
1 1/4 32 10 163 586 205 163 586 215
1 1/2 40 10 163 586 206 163 586 216

2 50 10 163 586 207 163 586 217
           
Inch
[inch]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

                         1/2 79 43 132 111 21 12 171 120 42 40 M6 126
3/4 100 51 177 148 29 14 207 150 53 46 M6 156

1 100 58 177 148 29 14 214 150 53 46 M6 156
1 1/4 147 72 251 207 44 21 275 205 76 65 M8 211
1 1/2 147 83 251 207 44 21 281 205 76 65 M8 211

2 147 101 251 207 44 21 288 205 76 65 M8 211
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PROGEF Standard metric
Type 582
PROGEF Standard
Pressure reducing valve type 582
With butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 582 002 167 582 012
25 20 10 167 582 003 167 582 013
32 25 10 167 582 004 167 582 014
40 32 10 167 582 005 167 582 015
50 40 10 167 582 006 167 582 016
63 50 10 167 582 007 167 582 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     20 79 132 111 21 14 150 42 40 M6 1∕2
25 100 177 148 29 14 190 53 46 M6 3∕4
32 100 177 148 29 14 190 53 46 M6 1
40 147 251 207 44 21 240 76 65 M8 1 1∕4
50 147 251 207 44 21 240 76 65 M8 1 1∕2
63 147 251 207 44 21 260 76 65 M8 2
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PROGEF Standard
Pressure reducing valve type 582
Unions with fusion sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 582 102 167 582 112
25 20 10 167 582 103 167 582 113
32 25 10 167 582 104 167 582 114
40 32 10 167 582 105 167 582 115
50 40 10 167 582 106 167 582 116
63 50 10 167 582 107 167 582 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 48 132 111 21 12 158 120 42 40 M6 126 1∕2
25 100 58 177 148 29 14 192 150 53 46 M6 156 3∕4
32 100 65 177 148 29 14 196 150 53 46 M6 156 1
40 147 77 251 207 44 21 255 205 76 65 M8 211 1 1∕4
50 147 84 251 207 44 21 261 205 76 65 M8 211 1 1∕2
63 147 111 251 207 44 21 269 205 76 65 M8 211 2
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PROGEF Standard
Pressure reducing valve type 582
Unions with butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 582 502 167 582 512
25 20 10 167 582 503 167 582 513
32 25 10 167 582 504 167 582 514
40 32 10 167 582 505 167 582 515
50 40 10 167 582 506 167 582 516
63 50 10 167 582 507 167 582 517

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 48 132 111 21 12 158 120 42 40 M6 126 1∕2
25 100 58 177 148 29 14 192 150 53 46 M6 156 3∕4
32 100 65 177 148 29 14 196 150 53 46 M6 156 1
40 147 77 251 207 44 21 255 205 76 65 M8 211 1 1∕4
50 147 84 251 207 44 21 261 205 76 65 M8 211 1 1∕2
63 147 111 251 207 44 21 269 205 76 65 M8 211 2
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Type 586
PROGEF Standard
Pressure retaining valve type 586
With butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 586 002 167 586 012
25 20 10 167 586 003 167 586 013
32 25 10 167 586 004 167 586 014
40 32 10 167 586 005 167 586 015
50 40 10 167 586 006 167 586 016
63 50 10 167 586 007 167 586 017

           
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     20 79 132 111 21 14 150 42 40 M6 1∕2
25 100 177 148 29 14 190 53 46 M6 3∕4
32 100 177 148 29 14 190 53 46 M6 1
40 147 251 207 44 21 240 76 65 M8 1 1∕4
50 147 251 207 44 21 240 76 65 M8 1 1∕2
63 147 251 207 44 21 260 76 65 M8 2
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PROGEF Standard
Pressure retaining valve type 586
Unions with fusion sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 586 102 167 586 112
25 20 10 167 586 103 167 586 113
32 25 10 167 586 104 167 586 114
40 32 10 167 586 105 167 586 115
50 40 10 167 586 106 167 586 116
63 50 10 167 586 107 167 586 117

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 48 132 111 21 12 158 120 42 40 M6 126 1∕2
25 100 58 177 148 29 14 192 150 53 46 M6 156 3∕4
32 100 65 177 148 29 14 196 150 53 46 M6 156 1
40 147 77 251 207 44 21 255 205 76 65 M8 211 1 1∕4
50 147 84 251 207 44 21 261 205 76 65 M8 211 1 1∕2
63 147 111 251 207 44 21 269 205 76 65 M8 211 2
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PROGEF Standard
Pressure retaining valve type 586
Unions with butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings
EPDM
code

O-rings FPM
code

         20 15 10 167 586 502 167 586 512
25 20 10 167 586 503 167 586 513
32 25 10 167 586 504 167 586 514
40 32 10 167 586 505 167 586 515
50 40 10 167 586 506 167 586 516
63 50 10 167 586 507 167 586 517

           
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 48 132 111 21 12 228 120 42 40 M6 126 1∕2
25 100 58 177 148 29 14 264 150 53 46 M6 156 3∕4
32 100 65 177 148 29 14 270 150 53 46 M6 156 1
40 147 77 251 207 44 21 331 205 76 65 M8 211 1 1∕4
50 147 84 251 207 44 21 337 205 76 65 M8 211 1 1∕2
63 147 111 251 207 44 21 343 205 76 65 M8 211 2
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SYGEF Standard metric/ASTM/ANSI
Type 582
SYGEF Standard
Pressure reducing valve type 582
With butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 582 012
25 20 10 185 582 013
32 25 10 185 582 014
40 32 10 185 582 015
50 40 10 185 582 016
63 50 10 185 582 017

         
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     20 79 132 111 21 14 150 42 40 M6 1∕2
25 100 177 148 29 14 190 53 46 M6 3∕4
32 100 177 148 29 14 190 53 46 M6 1
40 147 251 207 44 21 240 76 65 M8 1 1∕4
50 147 251 207 44 21 240 76 65 M8 1 1∕2
63 147 251 207 44 21 260 76 65 M8 2
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SYGEF Standard
Pressure reducing valve type 582
With fusion sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 582 112
25 20 10 185 582 113
32 25 10 185 582 114
40 32 10 185 582 115
50 40 10 185 582 116
63 50 10 185 582 117

         
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 43 132 111 21 12 158 120 42 40 M6 130 1∕2
25 100 53 177 148 29 14 192 150 53 46 M6 160 3∕4
32 100 60 177 148 29 14 196 150 53 46 M6 160 1
40 147 74 251 207 44 21 255 205 76 65 M8 215 1 1∕4
50 147 82 251 207 44 21 261 205 76 65 M8 215 1 1∕2
63 147 100 251 207 44 21 269 205 76 65 M8 215 2
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SYGEF Standard
Pressure reducing valve type 582
Unions with butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 582 512
25 20 10 185 582 513
32 25 10 185 582 514
40 32 10 185 582 515
50 40 10 185 582 516
63 50 10 185 582 517

         
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                         20 79 43 132 111 21 12 226 120 42 40 M6 1∕2
25 100 53 177 148 29 14 262 150 53 46 M6 3∕4
32 100 60 177 148 29 14 268 150 53 46 M6 1
40 147 74 251 207 44 21 329 205 76 65 M8 1 1∕4
50 147 82 251 207 44 21 335 205 76 65 M8 1 1∕2
63 147 100 251 207 44 21 341 205 76 65 M8 2
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Type 586
SYGEF Standard
Pressure retaining valve type 586
With butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 586 012
25 20 10 185 586 013
32 25 10 185 586 014
40 32 10 185 586 015
50 40 10 185 586 016
63 50 10 185 586 017

         
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     20 79 132 111 21 14 150 42 40 M6 1∕2
25 100 177 148 29 14 190 53 46 M6 3∕4
32 100 177 148 29 14 190 53 46 M6 1
40 147 251 207 44 21 240 76 65 M8 1 1∕4
50 147 251 207 44 21 240 76 65 M8 1 1∕2
63 147 251 207 44 21 260 76 65 M8 2
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SYGEF Standard
Pressure retaining valve type 586
Unions with fusion sockets metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 586 112
25 20 10 185 586 113
32 25 10 185 586 114
40 32 10 185 586 115
50 40 10 185 586 116
63 50 10 185 586 117

         
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                         20 79 132 111 21 12 158 120 42 40 M6 130 1∕2
25 100 177 148 29 14 192 150 53 46 M6 160 3∕4
32 100 177 148 29 14 196 150 53 46 M6 160 1
40 147 251 207 44 21 255 205 76 65 M8 215 1 1∕4
50 147 251 207 44 21 261 205 76 65 M8 215 1 1∕2
63 147 251 207 44 21 269 205 76 65 M8 215 2
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SYGEF Standard
Pressure retaining valve type 586
Unions with butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 185 586 512
25 20 10 185 586 513
32 25 10 185 586 514
40 32 10 185 586 515
50 40 10 185 586 516
63 50 10 185 586 517

         
d
[mm]

D
[mm]

D1
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M z
[mm]

closest inch
[inch]

                           20 79 43 132 111 21 12 226 120 42 40 M6 130 1∕2
25 100 53 177 148 29 14 262 150 53 46 M6 160 3∕4
32 100 60 177 148 29 14 268 150 53 456 M6 160 1
40 147 74 251 207 44 21 329 205 76 65 M8 215 1 1∕4
50 147 82 251 207 44 21 335 205 76 65 M8 215 1 1∕2
63 147 100 251 207 44 21 341 205 76 65 M8 215 2
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SYGEF Plus metric/ASTM/ANSI
Type 582
SYGEF Plus
Pressure reducing valve type 582
With butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 180 582 012
25 20 10 180 582 013
32 25 10 180 582 014
40 32 10 180 582 015
50 40 10 180 582 016
63 50 10 180 582 017

         
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                     20 79 132 111 21 14 150 42 40 M6 1∕2
25 100 177 148 29 14 190 53 46 M6 3∕4
32 100 177 148 29 14 190 53 46 M6 1
40 147 251 207 44 21 240 76 65 M8 1 1∕4
50 147 251 207 44 21 240 76 65 M8 1 1∕2
63 147 251 207 44 21 260 76 65 M8 2
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SYGEF Plus
Pressure reducing valve type 582
Unions with butt fusion spigots SDR11 metric
Without manometer
Model:
• Diaphragm PTFE / EPDM
• Integrated stainless steel mounting inserts
• 0.5-9.0 bar (7-130 psi)
 
0.3-3.0 bar (4-44 psi) on request
Manometer on request

d
[mm]

DN
[mm]

PN
[bar]

O-rings FPM
code

       20 15 10 180 582 512
25 20 10 180 582 513
32 25 10 180 582 514
40 32 10 180 582 515
50 40 10 180 582 516
63 50 10 180 582 517

         
d
[mm]

D
[mm]

H
[mm]

H1
[mm]

H2
[mm]

H3
[mm]

L
[mm]

L2
[mm]

L3
[mm]

L5
[mm]

M closest inch
[inch]

                       20 79 132 111 21 12 226 120 42 40 M6 1∕2
25 100 177 148 29 14 262 150 53 46 M6 3∕4
32 100 177 148 29 14 268 150 53 46 M6 1
40 147 251 207 44 21 329 205 76 65 M8 1 1∕4
50 147 251 207 44 21 335 205 76 65 M8 1 1∕2
63 147 251 207 44 21 341 205 76 65 M8 2
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161 582 001 4
161 582 002 4
161 582 003 4
161 582 004 4
161 582 005 4
161 582 006 4
161 582 007 4
161 582 011 4
161 582 012 4
161 582 013 4
161 582 014 4
161 582 015 4
161 582 016 4
161 582 017 4
161 582 021 5
161 582 022 5
161 582 023 5
161 582 024 5
161 582 025 5
161 582 026 5
161 582 027 5
161 582 031 5
161 582 032 5
161 582 033 5
161 582 034 5
161 582 035 5
161 582 036 5
161 582 037 5
161 582 101 5
161 582 102 5
161 582 103 5
161 582 104 5
161 582 105 5
161 582 106 5
161 582 107 5
161 582 111 5
161 582 112 5
161 582 113 5
161 582 114 5
161 582 115 5
161 582 116 5
161 582 117 5
161 582 121 6
161 582 122 6
161 582 123 6
161 582 124 6
161 582 125 6
161 582 126 6
161 582 127 6
161 582 131 6
161 582 132 6
161 582 133 6
161 582 134 6
161 582 135 6
161 582 136 6
161 582 137 6
161 582 202 12
161 582 203 12
161 582 204 12
161 582 205 12
161 582 206 12
161 582 207 12
161 582 212 12
161 582 213 12
161 582 214 12
161 582 215 12
161 582 216 12
161 582 217 12
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161 582 222 13
161 582 223 13
161 582 224 13
161 582 225 13
161 582 226 13
161 582 227 13
161 582 232 13
161 582 233 13
161 582 234 13
161 582 235 13
161 582 236 13
161 582 237 13
161 582 302 9
161 582 303 9
161 582 304 9
161 582 305 9
161 582 306 9
161 582 307 9
161 582 312 9
161 582 313 9
161 582 314 9
161 582 315 9
161 582 316 9
161 582 317 9
161 582 322 10
161 582 323 10
161 582 324 10
161 582 325 10
161 582 326 10
161 582 327 10
161 582 332 10
161 582 333 10
161 582 334 10
161 582 335 10
161 582 336 10
161 582 337 10
161 582 402 15
161 582 403 15
161 582 404 15
161 582 405 15
161 582 406 15
161 582 407 15
161 582 412 15
161 582 413 15
161 582 414 15
161 582 415 15
161 582 416 15
161 582 417 15
161 582 422 16
161 582 423 16
161 582 424 16
161 582 425 16
161 582 426 16
161 582 427 16
161 582 432 16
161 582 433 16
161 582 434 16
161 582 435 16
161 582 436 16
161 582 437 16
161 586 001 7
161 586 002 7
161 586 003 7
161 586 004 7
161 586 005 7
161 586 006 7
161 586 007 7
161 586 011 7

   

Code Page

   

161 586 012 7
161 586 013 7
161 586 014 7
161 586 015 7
161 586 016 7
161 586 017 7
161 586 101 8
161 586 102 8
161 586 103 8
161 586 104 8
161 586 105 8
161 586 106 8
161 586 107 8
161 586 111 8
161 586 112 8
161 586 113 8
161 586 114 8
161 586 115 8
161 586 116 8
161 586 117 8
161 586 202 14
161 586 203 14
161 586 204 14
161 586 205 14
161 586 206 14
161 586 207 14
161 586 212 14
161 586 213 14
161 586 214 14
161 586 215 14
161 586 216 14
161 586 217 14
161 586 302 11
161 586 303 11
161 586 304 11
161 586 305 11
161 586 306 11
161 586 307 11
161 586 312 11
161 586 313 11
161 586 314 11
161 586 315 11
161 586 316 11
161 586 317 11
161 586 402 17
161 586 403 17
161 586 404 17
161 586 405 17
161 586 406 17
161 586 407 17
161 586 412 17
161 586 413 17
161 586 414 17
161 586 415 17
161 586 416 17
161 586 417 17
163 582 001 18
163 582 002 18
163 582 003 18
163 582 004 18
163 582 005 18
163 582 006 18
163 582 007 18
163 582 011 18
163 582 012 18
163 582 013 18
163 582 014 18
163 582 015 18
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163 582 016 18
163 582 017 18
163 582 021 19
163 582 022 19
163 582 023 19
163 582 024 19
163 582 025 19
163 582 026 19
163 582 027 19
163 582 031 19
163 582 032 19
163 582 033 19
163 582 034 19
163 582 035 19
163 582 036 19
163 582 037 19
163 582 102 19
163 582 103 19
163 582 104 19
163 582 105 19
163 582 106 19
163 582 107 19
163 582 112 19
163 582 113 19
163 582 114 19
163 582 115 19
163 582 116 19
163 582 117 19
163 582 122 20
163 582 123 20
163 582 124 20
163 582 125 20
163 582 126 20
163 582 127 20
163 582 132 20
163 582 133 20
163 582 134 20
163 582 135 20
163 582 136 20
163 582 137 20
163 582 202 23
163 582 203 23
163 582 204 23
163 582 205 23
163 582 206 23
163 582 207 23
163 582 212 23
163 582 213 23
163 582 214 23
163 582 215 23
163 582 216 23
163 582 217 23
163 582 222 24
163 582 223 24
163 582 224 24
163 582 225 24
163 582 226 24
163 582 227 24
163 582 232 24
163 582 233 24
163 582 234 24
163 582 235 24
163 582 236 24
163 582 237 24
163 586 001 21
163 586 002 21
163 586 003 21
163 586 004 21
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163 586 005 21
163 586 006 21
163 586 007 21
163 586 011 21
163 586 012 21
163 586 013 21
163 586 014 21
163 586 015 21
163 586 016 21
163 586 017 21
163 586 102 22
163 586 103 22
163 586 104 22
163 586 105 22
163 586 106 22
163 586 107 22
163 586 112 22
163 586 113 22
163 586 114 22
163 586 115 22
163 586 116 22
163 586 117 22
163 586 202 25
163 586 203 25
163 586 204 25
163 586 205 25
163 586 206 25
163 586 207 25
163 586 212 25
163 586 213 25
163 586 214 25
163 586 215 25
163 586 216 25
163 586 217 25
167 582 002 26
167 582 003 26
167 582 004 26
167 582 005 26
167 582 006 26
167 582 007 26
167 582 012 26
167 582 013 26
167 582 014 26
167 582 015 26
167 582 016 26
167 582 017 26
167 582 102 27
167 582 103 27
167 582 104 27
167 582 105 27
167 582 106 27
167 582 107 27
167 582 112 27
167 582 113 27
167 582 114 27
167 582 115 27
167 582 116 27
167 582 117 27
167 582 502 28
167 582 503 28
167 582 504 28
167 582 505 28
167 582 506 28
167 582 507 28
167 582 512 28
167 582 513 28
167 582 514 28
167 582 515 28
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167 582 516 28
167 582 517 28
167 586 002 29
167 586 003 29
167 586 004 29
167 586 005 29
167 586 006 29
167 586 007 29
167 586 012 29
167 586 013 29
167 586 014 29
167 586 015 29
167 586 016 29
167 586 017 29
167 586 102 30
167 586 103 30
167 586 104 30
167 586 105 30
167 586 106 30
167 586 107 30
167 586 112 30
167 586 113 30
167 586 114 30
167 586 115 30
167 586 116 30
167 586 117 30
167 586 502 31
167 586 503 31
167 586 504 31
167 586 505 31
167 586 506 31
167 586 507 31
167 586 512 31
167 586 513 31
167 586 514 31
167 586 515 31
167 586 516 31
167 586 517 31
180 582 012 38
180 582 013 38
180 582 014 38
180 582 015 38
180 582 016 38
180 582 017 38
180 582 512 39
180 582 513 39
180 582 514 39
180 582 515 39
180 582 516 39
180 582 517 39
185 582 012 32
185 582 013 32
185 582 014 32
185 582 015 32
185 582 016 32
185 582 017 32
185 582 112 33
185 582 113 33
185 582 114 33
185 582 115 33
185 582 116 33
185 582 117 33
185 582 512 34
185 582 513 34
185 582 514 34
185 582 515 34
185 582 516 34
185 582 517 34
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185 586 012 35
185 586 013 35
185 586 014 35
185 586 015 35
185 586 016 35
185 586 017 35
185 586 112 36
185 586 113 36
185 586 114 36
185 586 115 36
185 586 116 36
185 586 117 36
185 586 512 37
185 586 513 37
185 586 514 37
185 586 515 37
185 586 516 37
185 586 517 37
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