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PROGEF Standard reducer (PN10)

Model:
• Material: PP-H 
Note:
* Fusion spigot and socket 

d
(mm)

d1
(mm)

Code SP Weight
(kg)

L
(mm)

z
(mm)

20 16 727 910 334 10 0.013 35 22
25 16 727 910 338 10 0.010 38 25
25 20 727 910 337 10 0.012 37 23
32 20 727 910 342 10 0.016 43 29
32 25 727 910 341 10 0.019 43 27
40 20 727 910 348 10 0.022 48 34
40 25 727 910 347 10 0.025 48 32
40 32 727 910 346 10 0.030 48 30
50 20 727 910 355 10 0.034 54 40
50 25 727 910 354 10 0.034 54 38
50 32 727 910 353 10 0.039 54 36
50 40 727 910 352 10 0.048 54 34
63 25 727 910 361 5 0.054 64 46
63 32 727 910 360 10 0.062 64 46
63 40 727 910 359 5 0.069 64 44
63 50 727 910 358 5 0.083 64 41
75 63 727 910 364 10 0.098 62 35
90 63 727 910 371 10 0.170 88 61
90 75 727 910 370 10 0.142 70 39

110 90 727 910 376 5 0.235 81 46

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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